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Micromechanical modeling of the machining behavior of natural
fiber-reinforced polymer composites
Faissal Chegdani1& Mohamed El Mansori1,2 & Satish T. S. Bukkapatnam2 & J. N. Reddy3
Abstract
This paper aims to develop a 2D finite element (FE) model at microscale for numerical simulation of the machining behavior of
natural fiber-reinforced polymer (NFRP) composites. The main objective of this study is to reproduce the experimentally
observed specific cutting behavior of natural fibers within the composite material. Flax fiber-reinforced polypropylene (PP)
composites are modeled separately using an elasto-plastic behavior with a ductile damage criterion for flax fibers and PP matrix,
while the microscopic interfaces are represented using the cohesive zonemodeling (CZM). Numerical outputs are compared with
experimental results for the FEmodel validation. Results show that the proposed FEmodel can reproduce the cutting force with a
good precision for a large cutting speed range (12–80 m/min). The FEmodel shows also an efficiency and accuracy in predicting
the cutting behavior of flax fibers by reproducing the fiber deformation, the fibers torn-off, and the fracture of the interfaces
during machining. Moreover, the FE model can be an effective tool for analyzing the quality of the microscopic interfaces in the
NFRP composites after machining.
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1 Introduction
The use of natural fibers in composite industry has increased
in the last decades, thanks to many advantages that these eco-
friendly materials can provide for bio-economy. In fact, some
natural fibers, especially plant fibers such as flax, jute, or
hemp fibers, can be a good substitute to glass fibers common-
ly used in composite industry. Regarding the growth and pro-
cessing conditions, some varieties of plant fibers may have
better rigidity than glass fibers [1–4]. Moreover, plant fibers
offer many other advantages such as vibration damping [5, 6]
and acoustic and thermal insulation [7], in addition to both
their biodegradability and recyclability that make them
advantageous for circular economy and sustainable develop-
ment [8].
Manufacturing processes of natural fiber-reinforced poly-
mer (NFRP) composites present some technical issues that
need scientific investigations, especially for surface finishing
by machining processes in order to complete the assembly of
the components or industrial parts [9]. Indeed, the multiscale
complex cellulosic structure of natural fibers prevents an effi-
cient fiber shearing due to their high transverse elasticity
which makes them highly sensitive to the variation of machin-
ing process parameters [10–13]. Furthermore, the multiscale
random arrangement of the natural fibrous structure that in-
cludes the elementary fiber, the technical fiber, the fiber bun-
dle, and the fibers yarn imposes the selection of the pertinent
scale for analyzing the machined surfaces of NFRP compos-
ites [14]. The multiscale behavior is also present inside each
elementary plant fiber. In fact, each elementary fiber is itself a
composite material at the microscopic scale with a combina-
tion of cellulose microfibrils embedded in amorphous natural
polymers (hemicellulose and lignin) [15]. The cellulose mi-
crofibrils content and their orientation along the fiber axis, the
fiber shape, the fiber diameter, the moisture content, and the
lumen size determine the mechanical properties of the elemen-
tary fibers [2]. The natural character of all these parameters
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induces a high variability of the mechanical properties of the
natural fibers [2].
Because of the high variability of natural fibers properties,
the machinability qualification of NFRP composites with ex-
perimental designs is a hard task since the fiber type in this
case is not a pertinent parameter for the qualification. For
NFRP composites, each new fiber harvest and each new fiber
variety must be experimentally tested and validated for the
machinability behavior which may be expensive and labori-
ous to achieve. Therefore, developing a numerical modeling
for NFRP machining becomes important and essential for in-
dustrials to improve the NFRP production in terms of cost and
time.
Finite element analysis (FEA) has been extensively used to
simulate the machining operations [16–18]. Machining simu-
lations of metallic materials are generally performed with the
Johnson–Cook model [19] in order to consider not only the
dynamic rate-dependent hardening of the work-material but
also the induced thermal effect [20, 21]. In the last several
decades, a particular interest was focused on the FEA of the
machining operations of synthetic fiber-reinforced polymer
(SFRP) composites [22]. Multiscale models have been per-
formed to investigate the effect of heterogeneity structure of
the SFRP composites during machining. Indeed, microme-
chanical models have been developed to explore the cutting
behavior of synthetic fibers (such as glass or carbon) and
polymer matrix in addition to the interfaces [23–26].
Synthetic fibers have been modeled with an elastic behavior
and brittle failure based on the maximum failure stress crite-
rion. Polymer matrices have been modeled with an elasto-
plastic behavior and a ductile damage. Interfaces have been
usually modeled with the cohesive zone model (CZM) while
some researchers consider the interfaces as solid continuum
elements [26]. Then, macroscopic models for machining
SFRP composites have been performed using Tsai-Hill,
Maximum stress, Hashin, or Hoffman criteria [27–32]. All
these models consider a brittle fracture of the composite at
failure to produce the removed chip. Tsai-Hill and maximum
stress criteria seem to behave similarly in terms of predicted
cutting forces [28]. However, a comparative study between
maximum stresses, Hashin, and Hoffman criteria shows that
cutting forces predicted using the Hashin failure criterion are
closer to experimental results [31].
For NFRP composites, natural fibers cannot be modeled
using the maximum failure stress criterion at microscale.
This is because natural fibers have a cellulosic structure that
induces a visco-elasto-plastic behavior with both tensile tests
[33, 34] and nanoindentation loads [35–37]. Also, Tsai-Hill,
maximum stress, Hashin, or Hoffman models cannot be used
for machining NFRP composites at macroscale because they
consider a brittle failure while the NFRP composites generat-
ed a ductile failure in tensile and shear solicitations [38] with a
visco-elasto-plastic behavior [39]. Numerical modeling of
NFRP composites has been investigated in a few earlier works
to reproduce the mechanical behavior of natural fibers at mi-
croscale and the NFRP composite at macroscale [40, 41].
However, the numerical modeling of the cutting behavior of
natural fibers is not yet investigated and consequently, no
finite element analysis results exists for machining NFRP
composites at this time.
In this paper, a micromechanical model for NFRP com-
posites is proposed to simulate the cutting behavior of
natural fibers, polymer matrix, and the cohesive inter-
faces. Flax fibers and polypropylene (PP) matrix are con-
sidered in this study. A literature review on the mechani-
cal behavior of flax fibers and PP matrix is first performed
to determine the mechanical model suitable for each com-
posite component. Then, the micromechanical model is
described with the detail of the FEM parameters. The
numerical results are next discussed and compared with
the experimental results in order to validate the finite el-
ement model.
2 FEM for micromechanical machining
of NFRP composites
2.1 Flax fiber modeling
In general, natural fibers have a cellulosic structure with a
stacking of cell walls with an internal cavity called “lumen”
as shown in Fig. 1. Each cell wall is itself a composite material
of cellulose microfibrils embedded in natural amorphous
polymers of hemicellulose and lignin [15]. The major cell wall
that controls the fiber behavior is “S2” with its high cross
section. In the cell wall S2, the cellulose microfibrils are ori-
ented with a small angle called the microfibrils angle “θ” [15].
This cellulosic structure of natural fibers induces an
orthotropic behavior and the mechanical behavior of the ele-
mentary flax fiber depends on the cellulose microfibrils orien-
tation toward the fiber axis.
Tensile tests on elementary flax fibers show a non-linearity
in the mechanical behavior. Indeed, Fig. 2(b) allows discrim-
inating three mechanical behavior zones for flax fibers [15,
33]:
& Zone I: linear elastic behavior that corresponds to first
mechanical response of the initial cellulose microfibrils
structure
& Zone II: non-linear plastic behavior that corresponds to
rearrangement of cellulose microfibrils by the tensile mo-
tion to be as parallel as possible to the fiber axis
& Zone III: linear elastic behavior that corresponds to the
second mechanical response of the cellulose microfibrils
structure after rearrangement
The alignment of cellulose microfibrils induces rear-
rangements in the core of the surrounding amorphous ma-
trix and, therefore, the cellulosic reorganization implies an
elasto-visco-plastic deformation [33]. Consequently, natu-
ral fibers cannot be modeled as synthetic fibers (glass and
carbon) using an elastic behavior. In the case of flax fi-
bers, a plastic behavior should be considered before fiber
failure for the FEM study.
The elastic behavior of flax fiber is modeled using the
anisotropic properties given in Table 1. As well known in
the literature, the mechanical properties of natural fibers pres-
ent a high variability due to many factors such as the climatic
conditions of growth (chemical composition) and the mechan-
ical conditions of extraction in addition to the chemical treat-
ment for enhancing the interfacial strength. For example, flax
fibers have a tensile modulus between 27 and 103 GPa, a
tensile strength between 343 and 2000 MPa, and an elonga-
tion between 1.2 and 3.3% [2]. Flax fiber shear strength has
been found between 10 and 50 MPa [40]. Therefore, the me-
chanical parameters in Table 1 are chosen to be as close as
possible to those of flax fibers used in the experimental part.
The considered values in Table 1 are closer to the flax stiffness
and strength values used in [40].
The longitudinal plastic behavior (in the tensile direction)
is implemented using 29 points on the yield stress versus
plastic strain curve from Fig. 2 with a maximum yield stress
of 750MPa. The Hill’s potential function is used to implement
the anisotropic plasticity-based failure for flax fibers. Hill’s
potential function is a simple extension of the Mises function,
which can be expressed in terms of rectangular Cartesian
stress components (σij) as following [40, 45]:
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Fig. 2 (a) Principle of flax fiber structure showing the helical arrangement of cellulose microfibrils (adapted from [43]). (b) Typical stress–strain curve
for flax fiber (adapted from [44])
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where each σij is the measured yield stress value when σij is
applied as the only nonzero stress component, τ0 ¼ σ0ffiffi
3
p ,
where σ0 is the reference yield stress which is set to be equal
to σ11 in this case; Rij are anisotropic yield stress ratios that are
needed to implement the Hill’s potential function in the FEM
[45] and are defined as follows where the considered strength
values are provided in Table 1:
R11 ¼ σ11σ0 ð8Þ
R22 ¼ σ22σ0 ð9Þ
R33 ¼ σ33σ0 ð10Þ
R12 ¼ σ12τ0 ð11Þ
Table 1 Mechanical properties of flax fiber used in the FEM
Property Direction Value Unit
Elastic modulus E11
E22 = E33
G12 = G13 = G23
50
12
3.4
GPa
Poisson’s ratio ν12
ν13 = ν23
0.178
0.2
–
Strength S11
S22 = S33
S12 = S13 = S23
750
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MPa
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Fig. 3 Stress–strain curves of polypropylene at different strain rate
showing the simplified curve used for the numerical modeling (adapted
from [48])
Table 2 Mechanical properties of PP matrix used in the FEM
Property Value Unit
Elastic modulus 2.1 GPa
Poisson’s ratio 0.4 –
Yield strength 35 MPa
Failure strength 30 MPa
R13 ¼ σ13τ0 ð12Þ
R23 ¼ σ23τ0 ð13Þ
Unlike synthetic fibers, natural fibers induce an elasto-
plastic behavior with ductile failure. Therefore, a ductile cri-
terion [46] is considered to model the flax fiber failure. The
ductile criterion is based on a fracture diagramwhich gives the
equivalent plastic strain at fracture as a function of the stress
state. The model assumes that the equivalent plastic strain at
the onset of damage is a function of stress triaxiality and strain
rate. The criterion for damage initiation is met when the fol-
lowing condition is satisfied [46]:
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Fig. 4 Overview image of the
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Table 3 Mechanical properties of CZM used in the FEM [40]
Property Direction Value Unit
Stiffness Knn = Kss = Ktt
Kns = Knt = Kst
27.96
0
GPa mm−1
Failure strength t0n = t
0
s = t
0
t 28.5 MPa
Failure energy Gn = Gs = Gt 4 J/m
2
where εeq is the equivalent plastic strain, ε**eq is the equivalent
plastic strain at fracture, ε˙pl is the equivalent plastic strain rate,
and η is stress triaxiality that can be calculated by the follow-
ing equations [47]:
η ¼ σm
σeq
ð15Þ
Here σm denotes the hydrostatic stress and σeq is the Von
Mises equivalent stress that can be calculated by the following
equations:
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As for the Hill’s potential function, the stress triaxiality
criterion is calculated using the strength values of Table 1.
2.2 Polypropylene matrix modeling
Polypropylene matrix is also modeled using an elasto-plastic
behavior with a ductile damage. However, mechanical prop-
erties of thermoplastic polymers are strongly dependent of the
strain rate. Therefore, for modeling a machining operation, it
is more efficient to implement the dynamic mechanical prop-
erties of PP matrix obtained at high strain rates. Figure 3
shows the stress-strain curves of PP polymer at different strain
rate values from quasi-static mode to dynamic mode [48]. It
can be seen that increasing the strain rate increases slightly the
elastic slope, increases the yield stress, and reduces signifi-
cantly the strain at failure. A simplified curve as shown in
Fig. 3 is considered to implement the isotropic plastic behav-
ior of PP matrix using 36 points on the yield stress versus
plastic strain curve with a maximum yield stress of 35 MPa.
From the high strain rate curves of Fig. 3, the elastic modulus
of PP is found to be equal to 2.1 GPa.
Due to the ductile behavior of PP, the ductile criterion de-
scribed in Section 2.1 is also suitable for modeling the ductile
failure of the matrix. The stress triaxiality of PP at high strain
rate is given in [48] and it is found to be equal to 0.33 at a
strain rate of 10 s−1. Table 2 summarizes the mechanical pa-
rameter of PP matrix used for modeling.
2.3 Interfaces modeling
Interfaces are modeled using the cohesive zonemodel (CZM).
The elastic behavior of the CZM is modeled using a linear
elastic traction-separation behavior. It assumes initially linear
elastic behavior followed by the initiation and evolution of
damage. The elastic behavior is written in terms of an elastic
constitutive matrix that relates the nominal stresses to the
nominal strains across the interface following the equation
[45]:
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Fig. 5 Experimental setup used for orthogonal cutting tests of NFRP composites
where tn, ts, and tt are the nominal stresses in the normal,
shear, and tangential directions, respectively. Kij are the
components of the elasticity matrix. εn, εs, and εt are the
nominal strains in the normal, shear, and tangential direc-
tions, respectively. The corresponding separations are de-
noted by δn, δs, and δt and are defined as the following,
where T0 is the initial thickness of the cohesive element
[45]:
εn ¼ δnT 0 ; εs ¼
δn
T0
; εt ¼ δtT0 ð19Þ
Damage is assumed to initiate when a quadratic interaction
function involving the nominal stress ratios reaches a value of
one. This criterion can be represented as the following [40, 45]:
tnh i
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t0n, t
0
s , and t
0
t are the peak values of the nominal stress
components in the normal, shear, and tangential directions,
respectively. The symbol 〈〉 represents the Macaulay bracket
which is used to signify that a pure compressive deformation
or stress state does not initiate damage [45]. Table 3 gives the
considered mechanical parameters of the cohesive element
that was collected from [40] where strength parameters are
obtained by micro-bond experiments and stiffness parameters
are calculated using micro-bond simulations.
2.4 FEM setup
FEM study is performed with Abaqus/Explicit software (ver-
sion 6.11-2) [45]. A 2Dmicromechanical model is considered
for simulation the orthogonal cutting of flax fiber-reinforced
PP matrix. Therefore, flax fibers, PP matrix, and cohesive
interfaces are considered as a separate phase. As shown in
Fig. 4, a bundle of four elementary fibers is modeled inside
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Fig. 6 Evolution of the machining forces regarding the tool/NFRP interactions for Vc = 20 m/min
Table 4 Cutting conditions used for FEM and experimental tests
Parameter Value Unit
Tool geometry Rake angle (γ)
Clearance angle (α)
Edge radius (rε)
20
7
12
Degree (°)
Degree (°)
μm
Cutting parameters Depth of cut (ap)
Cutting speed (Vc)
100
12/20/32/50/80
μm
m/min
the PP matrix. Flax fibers are oriented perpendicularly to the
cutting direction. Each elementary fiber has a diameter of 15
μm. CZM elements with 1 μm of thickness are inserted to
model the fiber/matrix interfaces and the fiber/fiber interfaces.
A plane stress analysis, which is more suitable for FEM cut-
ting of composites [31], is considered in this study. The cutting
tool is considered as an analytical rigid body and a reference
point controls the movement of the cutting tool. Both flax
fibers and PP matrix are meshed with 4-node bilinear plane
stress quadrilateral elements (CPS4R) and 2 μm of mesh size.
Cohesive interfaces are meshed with a 4-node two-dimension-
al cohesive element (COH2D4) and 1 μm of mesh size. The
frictional contacts between the cutting tool and the two phases
(fiber and matrix) were assumed in the model to be controlled
by the Coulomb friction law. A previous author’s work with
nano-scratching shows that the dynamic friction coefficient is
around 0.5 for flax fibers and 0.4 for PP matrix at the highest
values of scratching speed and scratching load that were con-
sidered [37]. These values of the friction coefficient are used
for the FEM study for the contact between the tool and each
NFRP phase.
The current micromechanical cutting model contains a very
small elements (1–2 μm), which forces Abaqus/Explicit to use
a small time increment to integrate the entire model in time.
By scaling the masses of these controlling elements at the
beginning of the step (applying a mass scaling factor), the
stable time increment can be increased significantly [45].
Indeed, during the cutting analysis, elements near the cutting
zone typically experience large amounts of deformation. The
reduced characteristic lengths of these elements result in a
smaller global time increment. Scaling the mass of these ele-
ments throughout the simulation can significantly decrease the
computation time and limits the violation of elements aspect
ratios. For cases in which the compressed elements are
impacting a stationary rigid body (i.e., the cutting tool), in-
creases in mass for these small elements during the simulation
will have very little effect on the overall dynamic response
[45]. For the current FEM study, many mass scaling factor
(MSF) values have been tested with the mesh size of 1–
2 μm and it has been found that a MSF of 40,000 is efficient
for the micromechanical cutting model of NFRP. For compar-
ison, the mass scaling technique has been previously used to
enhance the computational efficiency of a metallic end milling
model with a MSF = 7404 for a mesh size of 6.6–10 μm [49].
2.5 Experimental validation
Orthogonal cutting experiments are performed on a shaper
machine (GSP-EL 136) for unidirectional flax fiber-
reinforced PP composite workpieces (see Fig. 5). As for the
FE model, flax fibers are oriented perpendicularly to the cut-
ting direction. A carbide cutting tool (TCGX 16 T3 04-AL
A7CA) provided by “Sandvik Coromant – FR” is fixed to the
moving saddle. Then, the edge trimming of the composite
material results from the relative motion between the tool
and the clamped workpiece. Each NFRP workpiece has the
dimensions of 30 × 15 × 4 mm. A piezoelectric dynamometer
is inserted under the workpiece clamping system to capture
the cutting forces. Themachined surfaces are analyzed using a
scanning electron microscope (JSM-5510LV) at low vacuum
mode in order to compare the real cutting behavior of flax
fibers with the FEM outputs. Table 4 presents the cutting
conditions considered for both the FEM and the experimental
tests.
3 Results and discussion
3.1 Micromechanical FEM cutting process of NFRP
composites
Figure 6 shows the typical evolution of the machining forces
at each cutting stage through the micro-geometrical model.
The cutting starts by the contact interaction of the cutting edge
with the first PP block (step 1 in Fig. 6). The high plasticity of
the PP matrix induces a high plastic compression of the first
PP block which increases progressively the reaction force un-
til reaching the fracture of the compressed PP block and, then,
relaxation of the reaction force. The compression of the first
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Fig. 7 Comparison between FEM and experimental machining forces.
(a) Cutting forces. (b) Thrust forces
PP block is accompanied with a transverse deformation of the
first flax fiber (step 2 in Fig. 6). After the PP fracture, the first
deformed fiber starts shearing (step 3 in Fig. 6) followed by
the other elementary fibers in the bundle. The cutting force
decreases when shearing the last fibers because these fibers
are highly deformed and damaged (step 4 in Fig. 6). Finally,
the cutting tool is engaged in the second PP matrix block (step
5 in Fig. 6). The thrust force is significantly lower than the
cutting force and reaches its maximum at two cutting stages: at
the first tool engagement with the first fiber engagement and
when shearing the last fibers in the bundles that are highly
deformed. This can be explained by the normal spring-back
force applied by the fiber when it is transversally deformed.
3.2 FEM prediction of the machining forces
In the proposed 2Dmicromechanical model, machining forces
are acquired on PP matrix and flax fibers separately. This is
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Fig. 8 FEM ductile criterion map
at the beginning of the first fiber
shearing in the NFRP model. (a)
Vc = 12m/min. (b)Vc = 32m/min.
(c) Vc = 80 m/min
not the case for the cutting forces acquired from experimental
tests where measured forces concern the cutting of all the
composite phases at the same time. Therefore, the cutting
force is calculated as the sum of reaction force when the frac-
ture of the compressed PP (step 2 in Fig. 6) and the mean
reaction force through the flax fiber bundle. The thrust force
is calculated as the sum of the mean reaction force through the
PP and the mean reaction force through the flax bundles. To
have comparable results between FEM and experiments, the
ratio between the machining force the sample width is consid-
ered for the analysis.
To validate the FE model in terms of machining forces,
Fig. 7 shows a comparison between FEM and experimental
machining forces. Globally, FEM results provide the same
experimental trend in terms of both cutting and thrust forces.
Indeed, no significant difference is noticed from Vc = 12
m/min to Vc = 32 m/min. Then, both cutting and thrust force
increase significantly by cutting speed increase until Vc = 80/
min. When comparing the magnitudes, FEM cutting forces
have similar magnitudes as the experimental results
(Fig. 7(a)). However, FEM thrust forces are significantly low-
er than experimental thrust forces. Indeed, as shown in
a
b
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f
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Fig. 9 Comparison of fiber cutting behavior between FEM and
experiments. FEM results are for (a) Vc = 12 m/min, (b) Vc = 32 m/min,
and (c) Vc = 80 m/min. Experimental results are the SEM images of
machined surfaces for (d) Vc = 12 m/min, (e) Vc = 32 m/min, and (f) Vc
= 80 m/min. “DZ” means the deboning zone
Fig. 7(b), there is a factor of about 3 between FEM thrust force
magnitudes and experimental cutting force magnitudes. This
correlation issue is well known also in the 2D machining
models of synthetic fiber composites [28, 31] and it can be
due to the fiber spring-back as reported in [31]. Themagnitude
factor between FEM and experimental thrust forced in around
8.5 in [28] and around 9.33 in [31] for the same fiber orienta-
tion (90°). The magnitude factor of 3 found in the current
model for machining NFRP is less than those of the synthetic
composite model and this can be due to the fact that natural
fibers have less spring-back intensity because of their high
transverse elasticity.
It is important to note that the thermal effect during ma-
chining was not considered in this study. Indeed, the orthog-
onal cutting experiments were performed with a cutting length
of 30 mm. The contact duration between the tool and the
material is then between 0.15 s (for Vc = 12 m/min) and
0.022 s (for Vc = 80 m/min) which is low to generate a signif-
icant temperature rise with friction or high plastic deformation
rate.
3.3 FEM prediction of the cutting behavior of natural
fibers
The FEM model shows the difference in the cutting behavior
of flax fibers when changing the cutting speed as clearly illus-
trated in Fig. 8. Flax fibers are highly deformed before cutting
when machining with Vc = 12 m/min as shown in Fig. 8(a)
where 29 μm of additional transverse deformation is occurred
comparing with the cutting configuration of Vc = 80 m/min
(Fig. 8(c)). This high deformation induces a high damage in
both fibers and matrix before shearing. Fiber deformation be-
fore shearing decreases significantly by increasing the cutting
speed (Fig. 8(a)➔ (b)➔ (c)) which decreases also the failure
damages in the material. Increasing the failure damage de-
creases the material stiffness and, then, the cutting contact
stiffness is reduced which favors the fiber deformation during
the cutting operation.
To validate the FE model in terms of machined surface
state, Fig. 9 compares the cutting behavior of flax fibers be-
tween the proposed FEM and SEM images of the machined
surfaces obtained by experiments.Machining with low cutting
speed (Vc = 12 m/min) favors the fiber deformation before
shearing which increases the debonding zones (DZ in Fig. 9)
because of the fracture of the interfaces in addition to the torn-
off of fibers that have poor maintenance during cutting. These
defect phenomena are clearly obvious in both FEM (Fig. 9(a))
and experimental results (see Fig. 9(d)) where flax fibers are
highly deformed which induces important DZ defects. When
increasing the cutting speed, both FEM and experimental re-
sults show the increase of the fibers shearing efficiency and a
reduction of the DZ defects by reducing the fiber deformation
before shearing. This demonstrates that increasing the cutting
speed increases the cutting contact stiffness which improves
the shearing efficiency of flax fibers.
Moreover, Fig. 9 shows that the FE model can reproduce
the same order of magnitude for the maximum debonding
zone separation when comparing with the SEM images of
the experimental machined surfaces. Indeed, from the SEM
images of Fig. 9, the maximum DZ separation is founded
around 28 μm for Vc = 12 m/min, 9 μm for Vc = 32 m/min,
and 3 μm for Vc = 80 m/min which is closer to the DZ sepa-
ration values obtained by FEM in Fig. 9(a–c).
3.4 FEM analysis of the cohesive interfaces
after machining
FEM analysis has the advantage to allow the evaluation of the
quality of interfaces, which is very complicated with physical
experiments. Figure 10 presents the quadratic damage criteri-
on map for the cohesive interfaces after the cutting operation.
Machining at low cutting speed (Vc = 12 m/min) induces the
highest interface defects as shown in Fig. 10(a). Increasing the
cutting speed from 12 to 80 m/min leads to the decrease of the
interfaces damage by ~ 43% which is really important to con-
sider because interface defects in composite materials can
a b c
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Fig. 10 FEM quadratic criterion map on the cohesive interfaces in the NFRP model. (a) Vc = 12 m/min. (b) Vc = 32 m/min. (c) Vc = 80 m/min
usually be the origin of the crack initiation through the com-
posite part in service. The interface defects are mostly induced
by the transverse fiber deformation that implies an in-plane
shear (mode II) of the cohesive elements. Therefore, cutting
with low cutting speed increases the fiber deformation before
shearing (as shown in Section 3.3) which favors the interface
defects. Inversely, increasing the cutting speed reduces the
fiber deformation before shearing which limits the interface
defects.
4 Conclusions
In this paper, a finite element analysis (FEA) is performed for
the machining of natural fiber-reinforced polymer (NFRP)
composites. A 2D micromechanical model is developed and
finite element analysis is carried out in order to simulate each
composite phase separately (fibers, matrix, and interfaces).
Unidirectional flax fiber-reinforced polypropylene (PP) com-
posite is considered in this study. Both flax fibers and PP
matrix are modeled using an elasto-plastic behavior. The an-
isotropy of flax fibers is modeled using Hill’s potential func-
tion. A dynamic mechanical behavior of PP matrix is consid-
ered due to its high plasticity. A ductile criterion based on the
tress triaxiality is chosen for modeling the failure of flax fibers
and PP matrix. The interfaces are modeled using the cohesive
zone model (CZM) with a traction-separation law and qua-
dratic damage criterion. The finite element analysis is carried
out at different cutting speed values (from 12 to 80 m/min).
The FEA results are validated with orthogonal cutting exper-
iments at the same cutting conditions. The following conclu-
sions can be drawn:
& The proposed finite element approach can predict effi-
ciently the cutting force in terms of trend and magnitude.
The thrust force trend is well reproduced. However, the
thrust force magnitude is lower than experimental values
with a factor of ~ 3. This could be due to the fiber spring-
back after shearing.
& The proposed FE model can predict accurately the cutting
behavior of flax fibers within the composite in terms of
fiber deformation, fibers torn-off, and the debonding
zones induced by the interfaces fracture.
& The proposed FE model allows the qualification of the
machining sub-surface damages occurred in NFRP com-
posite using a cohesive zone modeling of the interfaces.
& As a perspective, the proposed FE model needs to be
adapted and validated at macroscale in order to generate
a numerical predictive tool for industrial applications.
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